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Slow speed MONO FLOW high pressure union . Rotor supported between oilite bearings radial
seals bearings radial seals backed up by PTFE /leather washer .

OPERATING DATA :-

Max. Speed - 250 RPM.
Max. Temperature - 120°C

Max. Air Pressure - 10 I(g..*&n? 2

Max. Hydraulic Pressure - 204 Kg.J/Cm.

Media - Air & Hydraulic service
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MODEL @A ROTOR k- o = = F G ‘H
HOLE THREAD ACROSS BSPT
BSP FLAT

R 1300-002-001 -] 14" RH 22 16 43 14" 30 B85
R 1300-002-002 [+ 147 LH 22 16 43 14" 30 85
R 1300-003-003 7.5 8" RH 2 16 55 =1l 30 85
R 1300-003-004 7.5 a8t LH 22 16 55 3/8" 30 85
R 1300-004-005 14 12" RH 35 19 TO il 43 118
R 1300-004-006 14 127 LH 35 18 70 e 43 118
R 1300-005-007 158 34" RH 35 19 70 12" 43 118
R 1300-005-008 158 34" LH as 19 T0 1z 43 118
R 1300-006-009 22 1"RH 55 27 88 1" 59 175
R 1300-006-010 2z 1°LH 55 Fo 88 1" 50 175
R 1300-007-011 32 1.1/4" RH 50 100 1.1/4% 47 128
R 1300-007-012 az 1.1/4" LH 50 100 1.1/4% 47 128
R 1200-008-013 R | 1.12° RH 54 M 83 1.2 a7 166
R 1300-008-014 as1 1.42° LH 54 3| 83 1402 67 168
R 1300-009-015 50 2*RH 65 29 88 x 68 202
R 1300-009-016 50 27LH 65 29 g8 z 68 202
R 1300-010-017 63.5 212" RH 80 40 120 2.1 ¢ 258
R 1300-010-018 63.5 212" LH 80 40 120 2.1 1 258
R 1300-011-019 T6.2 3*RH a5 50 145 3 111 301
R 1300-011-020 T62 3"LH as 50 145 ¥ 11 30




